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Channels 10,  switching by alarm signal 

Alarm Level 12 V / 0 V ,  preset available 

Output 

DC  24 V ×1 A  per  channel 

Protection AC fuse 1 

Power Requirement AC 220 –240 V / 50～60 Hz 

Dimensions 485×88×365 mm 

Gross weight 11.5  kg 

Net weight 10.2  kg 

 

Specifications are subject to be changed without notice. 

 

 

 

 

 

 

 

 

 

 

 

 

 

MP9820S   PA System 10-channel Switching Power 

 10CH Alarm inputcomes in 

 10CH Alarm link output 

 10CH DC 24V power switching outputs 

 Friendly control panel, easy for use 

Specification 
 

Features 
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FRONT PANEL 

 

 

 

 
 

 
 

 

         ① Power Switch      ② Power indicator       ③ Power Output indicator 

 

REAR PANEL 
 

 

 

 

 

 

 

 

 
① Alarm Input             ③ 24V Power Output        ⑤ Fuse         

② Alarm Output            ④ Mains                  ⑥ Active Level Selector 

                                                         

 

CONNECTIONS 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 
 

 

 

Switching Power  MP-9820S

POWER

CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8 CH9 CH10

 

  ① ②                      ③ 

FUSE 0.5A

AC 220V

ALARM IN

ALARM OUT

ACTIVE LEVEL

LOW  HIGH

DSP/SAC Crop.NY USA

WARNING !

TO REDUCE THE RISK OF FIRE OR ELECTRIC

SHOCK DO NOT EXPOSE THIS EQUIPMENT TO

RAIN OR MOISTURE

CAUTION !

RISK OF ELECTRIC SHOCK

DO NOT OPEN

COM 24V COM 24V COM 24V COM 24VCOM 24V COM 24V COM 24V COM 24V COM 24V COM 24V

POWER OUTPUT

CH1 CH2 CH3 CH4 CH6CH5 CH7 CH8 CH9 CH10

 

Alarm input 

From fire center 
Alarm output to P.A. 

system 

Ac power cord 

CH1 of relay 

Switching system for 

indirect Speakers 

- +24V - +24V 

CH10 of relay 

Switching system for 

indirect Speakers 

FUSE 0.5A

AC 220V

ALARM IN

ALARM OUT

ACTIVE LEVEL

LOW  HIGH

DSP/SAC Crop.NY USA

WARNING !

TO REDUCE THE RISK OF FIRE OR ELECTRIC

SHOCK DO NOT EXPOSE THIS EQUIPMENT TO

RAIN OR MOISTURE

CAUTION !

RISK OF ELECTRIC SHOCK

DO NOT OPEN

COM 24V COM 24V COM 24V COM 24VCOM 24V COM 24V COM 24V COM 24V COM 24V COM 24V

POWER OUTPUT

CH1 CH2 CH3 CH4 CH6CH5 CH7 CH8 CH9 CH10

 

 ①    ②                      ③                                ④ 

 ⑥                                                       ⑤ 


