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DSP455N

Network Outdoor Waterproof Column Speaker

DSP455N Network Outdoor Waterproof Column Speaker is a network play terminal with audio data
streaming based on the TCP/IP transmission protocol, which can be mounted to any place accessible to
network. It supports the international standard SIP protocol. The product is extensively applied to schools,
gymnasiums, parks, parking lots, railway stations, airports, villas, supermarkets, which is an ideal choice for
public address.

 10/100M adaptive Ethernet, support DHCP / static IP
 All-weather design, waterproof unit, suitable for outdoors and indoors.
 Built-in 60W high-fidelity speaker output with low power consumption.
 A network play terminal with audio data streaming based on the TCP/IP transmission protocol.
 Support standard SIP protocol.
 Play background music, emergency paging, alarm signals etc. that from the system host.
 Adopts aluminum alloy case with UV-resistant painting treatment on the surface, high-quality

appearance, professional sound performance to meet the requirements of different places.
 Using high sensitivity, high dynamic range speaker unit, divide-by-2 frequency design, strong bass.
 Equipped with multi-functional mounting bracket, easy to install.
 Support access to the company's IP Network PA System.
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Rear panel

Model DSP455N
Rated Power (RMS) 60W
Freq. Resp. Range 150Hz-15KHz
Sensitivity (1m, 1W) 89±3dB

Max SPL.(1m) 107±3dB
SNR ≥81dB (a-weighted)

Driver Unit 3"×4，2"×1
Network transmission distance Best within 80m

Power Supply AC110-240V/50Hz
Package Dimension (mm) (L×W×H) 165×280×735mm
Machine Dimension (mm) (L×W×H) 109×102×621mm

Gross Weight 8.8Kg (2 pcs )
Net Weight 3.5kg

1. Network Interface
Connect to Network host or Network switch
2. Power line
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